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PRODUCT SPECIFICATION
Australian Perlite Pty Limited

ACN: 122 364 238
PRODUCT
PERLITE
GRADE

P500
CHARACHTERISTICS


Appearance:

Free flowing grey granules

Loose Bulk Density:

60-80kg/m3
True Density:

2.2-2.4G/CC (2200-2400kg/m3)

Refractive Index:

1.49-1.51

Ph (water slurry)

6.5-8.5

Softening Point:

880-1090c

Thermal Conductivity:
0.04W/m.K
Particle Size Distribution:

	Sieve Size
	% Retained

	4.75mm
	25-40%

	3.35mm
	80-90%

	2.00mm
	90-100%

	1.00mm
	98-100%

	Pan
	100%


Packaging:

100 Litre bag


Chemical Analysis:


	Silica 
	74%

	Aluminium Oxide
	14%

	Ferric Oxide
	1%

	Calcium Oxide
	1.3%

	Magnesium Oxide
	0.3%

	Sodium Oxide
	3.0%

	Potassium Oxide
	4.0%

	Titanium Oxide
	0.1%

	Heavy Metals
	Trace

	Sulphate
	Trace


AUSPERL perlite is an inert siliceous volcanic mineral with an indefinite shelf life. It is no toxic and environmentally friendly.
AUSPERL P500 is used in hydroponics, plant propagation and horticulture as it is sterile, has a high thermal insulation rating and extremely low density. 

These factors improve aeration and drainage in growing media and makes moisture readily available to plants. P500 has a neutral pH of 6-5-7.5, is sterile and free of weeds and pathogens and is clean, odourless, lightweight and safe to handle.
Please contact AUSPERL for further information on 1300 765 925
















































