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PRODUCT SPECIFICATION
Australian Perlite Pty Limited

ACN: 122 364 238
PRODUCT



EXFOLIATED VERMICULITE
GRADE




GRADE 2 
CHARACHTERISTICS


Appearance:


Free flowing brown granules

Loose Bulk Density:


70-115 kg/m3
Water Retention:


40% by volume 





400% by weight

Cation Exchange Capacity: 

70-90 m.eq/100g
Thermal Conductivity at 20ºC:

0.062 – 0.065 W/m.K
Solubility: 


Insoluble in water and organic Solvents 

	Sieve Size
	% Retained

	+ 4 mm
	0-5 %

	-4+2 mm
	15-50%

	-2+1.4 mm
	25-55%

	-1.4+0.7mm
	10-55%

	0.7 mm
	0-15%


Particle Size Distribution:

Packaging:

100 Litre bag


Typical Chemical Analysis:


	
	Weight % Average

	
	AVI
	SA

	SiO2 
	42.3%
	44.5%

	Al2O3
	11.9%
	13.8%

	Fe2O3
	10.2%
	8.0%

	CaO
	6.6%
	1.6%

	MgO
	23.4%
	26.7%

	Na2O
	0.2%
	0.9%

	K2O
	4.4%
	2.8%

	TiO2
	0.8%
	1.4%


AUSPERL exfoliated vermiculite is a magnesium rich siliceous mineral similar to mica. It is produced by high temperature treatment of vermiculite ore, which produces golden brown lightweight granules. It is sterile, non toxic, incombustible, asbestos-free and easy to handle, and is available in all states and for export.
AUSPERL exfoliated vermiculite is available in four grades and is used in a wide range of applications including refractories, fire protection products, high temperature insulation, horticulture and packaging.
The high surface area, high porosity and high capillary uplift enhances its ability to absorb oil and chemical spills.
Please contact AUSPERL for further information on 1300 765 925
















































